





3203 SERIES OWNERS MANUAL

-CONTENTS-

PAGE

INTRODUCTION 8203 SERIES......creneesssnrses somnresssasinssiassisissss s i s s anssinassiini isammmammes 1-1.0.0
[N ST AL LATIONE: cnssmossmmmsmsomesmsmmsisnesessan s e e ssss 55 54 s a5 i w03 0w B AR 2-1.0.0
GENERAL ASBEMBLY .....uosersessessmssesssmsons smsnssss is88655435555355455 55 048545558555 345580488550 800 108 mmammrras 3-1.0.0
A)  MANUAL BRAKE ASSEMBLY ...ooiiiiiiiiieeeee s s 3-6.0.0

B) TWECO ASSEMBLY ...cooonsnnmnonerssmnnesiarissssisssssss i iisseisiisissons immennmmsnns s rasesmmesses 3-7.0.0

C) IGABLE BRETAINER .. v s s s s s s ons 55 s s e umaess i s 3-8.0.0

D) TUBRNER ASSEMBLY .. .c..oume s oo iantisss saamitisen st isiis snnsenson 3-9.0.0

E) TRAVELING BLOCK ASSEMBLY..rnuemmmmi s 3-10.0.0

F}  HOIST-ACTUATORASSEMBLY covinsrnsmmmaasis sormmssasssnnsimiimmei 3-11.0.0
DECAL LAYOUT ittt ee e e sme e s ebs s sa et s n e s s £ n e nm et ra bttt e e e e eem e e nmenns 4-1.0.0
GENERAL BIMENSIONS iiv ey ensnmms s s s s s i s s s i isissss s arress 5-1.0.0
HYDRAULIC SECTION ..ot sn s s sms s s s s s s e enene 6-1.0.0
ELECTRICAL SECTION weuesassmismmmmspmim s s s i s s ma it s s sivais 7-1.0.0
WWARBANITN . corsowimomnsmvasmsmsemsnsssins s sy e vas v sem s ises o 04 v s s o5 Cpa A e LAST PAGE









2.

Kinks and flattened sections.

Corrosion and abrasion.
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9 1 200545 BREATHER CAP

AW—-320335
HYDRAULIC PUMP & RESERVOIR
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SOLUTION

See overload system trouble shooting
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SOLUTION
With leads removed from terminals 6 and 7 on SSTD Relay, and
crane overloaded (2400psi + cylinder pressure), resistance

between leads should be less than one chm. If not, replace pres-
sure switch.
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